
APPLICABLE STANDARDS 
American National Standards 
Institute (ANSI) - Building 
Hardware Manufacturers 
Association (BHMA) - ANSI/BHMA 
A156.10 & A156.19. 
 
Technical Data 
AVAILABILITY 
Available internationally from 
manufacturer’s authorized 
distributors; contact MS SEDCO for 
the location of nearest distributor. 
 
COST 
Cost information on MS SEDCO 
products is available from the 
manufacturer’s authorized 
distributors. 
 
Warranty 
A one year warranty is available 
from the manufacturer covering 
defects in materials and 
workmanship.  Contact MS SEDCO 
for details. 
 
Maintenance 
MS SEDCO recommends that all 
maintenance and adjustments be 
performed by an AAADM Certified 
Technician. 
 
Technical Services 
MS SEDCO’s staff of factory trained 
sales and service personnel offer 
design assistance and technical 
support.  Local distributors are also 
available to assist in selecting 
appropriate devices for specific 
uses and to provide onsite 
installation. 
 

Product Name
514 Series
Heavy Duty Push Plate Switch Posts 
with LongLife™ Finishes
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8701 Castle Park Drive
Indianapolis, IN  46256
Phone: (317) 842-2545
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Product Description 
BASIC USE 
The 514 Series Switch Posts are 
designed to provide a free standing 
self-contained door activation 
device that can be installed at any 
location. 
 
As an economical alternative to 
larger bollards, the 514 offers a 
sleek look.  The 514 features a 
surface external foot for stability 
and easy installation, and an ABS 
rust shield.  The 514 bollard is  
constructed for use with 
jamb-width switches, and is best 
complimented with a 59J switch in 
a 1010 surface box. 
 
The 514 comes standard prepped 
for wiring, and can be customized 
in the field.  It is available stand 
alone, with a switch installed, or 
with a switch and wireless 
transmitter installed. 
 
Technical Data 
• Microswitch Includes Rubber  
 Bellows For Added Weather 
 Protection 
• 2" Square Tubular Steel, 1/8"  
 Wall Thickness  
• Welded Cap 
• External Mounting Foot 
• Durable Exterior Grade 
 LongLife™ Finish with Rust  
 Shield In Gray Or Dark Bronze 
 
DIMENSIONS 
See Reverse 
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